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Typical Ls vs Frequency (f)
1000 e Inductance fu Tol DCR Rated DC Current
e e e o Bt e e i 21 Part No max Isat Irms

L(uH)  (kHz) +(%) (mQ) (Y )
242418FPS-1RON-01 1.0 100/1.0V 30  13.0 86 65

" 100uH

e 100 4 242418FPS-1R3N-01 1.3 100/1.0V 30 14.3 8.0 6.0
§ 242418FPS-1R8N-01 1.8 100/1.0V 30 15.6 7.0 53
s 242418FPS-2R2N-01 2.2 100/1.0V 30 16.9 6.1 5.0
3 10uH 242418FPS-3RON-01 3.0  100/1.0V 30 22.1 5.0 4.8
£ 10 6.8uH 242418FPS-3R3N-01 3.3  100/1.0V 30 22.1 4.5 4.5

242418FPS-4R5N-01 4.5 100/1.0v. 30 29.9 4.3 3.8
242418FPS-4R7N-01 4.7 100/1.0v. 30 29.9 4.0 3.7
242418FPS-5R6N-01 5.6 100/1.0v 30 33.8 3.8 3.6
1 1uH 242418FPS-6R3N-01 6.3 100/1.0v 30 33.8 3.8 3.6
242418FPS-6R8N-01 6.8 100/1.0vV 30 442 3.6 3.5
242418FPS-8R2N-01 8.2 100/1.0v 30 53.3 3.2 3.1
242418FPS-100M-01 10 100/1.0Vv. 20 54.0 3.1 3.0
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0'101 0 100 1000 242418FPS-150M-01 15  100/1.0V 20  96.0 23 23
Frequency (MHz) 242418FPS-220M-01 22 100/1.0V 20 1344 1.9 1.9
q ¥ 242418FPS-330M-01 33 100/1.0v 20 204 1.5 18
242418FPS-470M-01 47  100/1.0V 20 252 1.3 1.3
242418FPS-560M-01 56  100/1.0V 20 324 1.2 1.2
Typical Ls vs Current (1) 242418FPS-680M-01 68 100/1.0v 20 390 1.0 1.0
1000 242418FPS-101M-01 100  100/1.0V 20 552 0.9 0.9
242418FPS-221M-01 220 100/1.0V 20 1104 0.55 0.50
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® All dimensions in mm



