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American Opto Plus LED Corp. 

  L955B-MWMC-Z 
3.5 X 2.8 X 1.9mm PLCC-2 

MAIN FEATURES: 

 Low current requirement 

 Wide viewing angle  

 IR Reflow Soldering 

 I.C. compatible 

 

 

Revision 1.5     Date: 05-08-2013 

American Opto Plus LED Corp.   1206 E. Lexington Ave. , Pomona CA 91766  Tel: 909-465-0080  Fax: 909-465-0130   www.aopled.com  
 

Features: 

 High Luminous Output Warm White SMD LED Lamp (InGaN) 

 PLCC-2 3.5 x 2.8mm standard package with Protection Device 

 High reliability package 

 Wide viewing angle 120 degree 

 Available in 8mm carrier tape on 7 inch reel (2000 pieces) 

 

Package Outlines: 
 

 

 

NOTES: 

1. All dimensions are in millimeters (inches); 

2. Electrical Connection between all Cathodes is Recommended 
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     ABSOLUTE MAXIMUM RATINGS                                                        (Ta=25C) 
Parameter Symbol Max Rating Unit 

DC Forward Current IF 30 mA 

Peak Pulsed Forward Current IFP 100 mA 

Reverse Voltage VR 5 V 

Power Dissipation Pd 105 mW 

Junction Temperature TJ 115 C 

Junction / Solder Point Rth Js  600 C/W 

Junction / Ambient Rth Ja 735 C/W 

Operating Temperature Range TOPR -30~+100 C 

Storage Temperature TSTG -40~+100 C 

Solder Temperature TSOL 265C for 10 sec  

*IFP Conditions: Pulse Width ≤ 10msec and Duty ≤ 1/10   

      * Rth Ja results from mounting on PC board FR4 (PCB size 16*10mm) 

     OPTICAL-ELECTRICAL CHARACTERISTICS                                      (Ta=25C) 

Parameter Symbol 
Test 

Condition 
Min Typ Max Unit 

Luminous Intensity IV IF = 20mA 1800 2300 2800 mcd 

Forward Voltage VF IF = 20mA - 3.1 3.5 V 

Chromaticity Coordinate X IF = 20mA -- 0.43 --  

Chromaticity Coordinate Y IF = 20mA -- 0.40 --  

       * Luminous intensity tolerance is 10% 
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OPTICAL CHARACTERISTIC CURVES: 
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Chromaticity Diagram  
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Color Ranks 
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Luminous Intensity Bin Table 
 

 
Tolerance for each bin limit is ±15% 

 
Voltage Bin Table 
 

 
Tolerance for each bin limit is ±0.5V 
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Radiation Pattern 
 

 
 
Recommended Soldering Pad Pattern 
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Soldering Conditions: 
 

 
 

- Repairing should not be done after the LEDs have been soldered. When repairing is unavoidable, a double-
head soldering iron should be used. It should be confirmed beforehand whether the characteristics of the LEDs 
will or will not be damaged by repairing. 

- Reflow soldering should not be done more than two times. 
- When soldering, do no put stress on the LEDs during heating. 
- After soldering, do not warp the circuit board. 
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Tape Dimension 

 
 
Tape Leader and Trailer Dimension 
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Reel Dimension 

 
 

 

 

Note:  Baking is required under the following conditions: 

The pack has been opened for more than four weeks. 

Baking recommended conditions: 

60 ± 5 °C for 20 hours. 

 

 

 

 

 

 


