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PACKAGE OUTLINES 

 
PAD CONFIGURATION 

 
 
 
 
 
 
   
   
 
 

Part Number Chip Material Peak Wavelength Viewing Angle 

L990-UV385 InGaN 385nm 70º 
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  ABSOLUTE MAXIMUM RATINGS                                                          (Ta=25C) 
Parameter Symbol Value Unit 

Forward Current IF 700 mA 

Forward Pulse Current* IFP 1000 mA 

Power Dissipation PD 9 W 

Thermal Resistance, Junction-Case Rth, J-C1 3.3 ºC/W 

LED Junction Temperature TJ 125 ºC 

Operating Temperature Range TOPR -40~+80 ºC 

Storage Temperature Range TSTG -40~+120 ºC 

Soldering Condition TSOL 260ºC for 5 seconds 

   *Note: Forward Pulse Current=1/10 Duty Cycle, 400msec Pulse Width 

   

  OPTICAL-ELECTRO CHARACTERI STICS                                            (Ta=25C) 

Parameter Test Condition Symbol Min Typ Max Unit 

Forward Voltage 

IF=700mA 

VF -- 11.2 -- V 

Radiant Flux Φe 525 750 -- mW 

Peak Wavelength λP -- 385 -- Nm 

Spectra Half-Width Δλ -- 15 -- Nm 
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CHARACTERISTIC DIAGRAM 
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REFLOW SOLDERING CHARACTERISTICS 
 

 
 

T1 
Ramp up rate 1.0 ~3.0 ºC/sec 

Pre-heat time 50~80 sec 

T2 
Soaking temperature 155~185 ºC 

Dwell time during soaking 60~120 sec 

T3 
Reflow temperature 240~250 ºC 

Reflow time Max 10 sec 

T4 
Ramp up rate during reflow 1.2~2.3 ºC/sec 

Cooling 1.0~6.0 ºC.sec 

  Note: suggest using Sn96Ag3Cu0.5 lead free solder 
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SHIPPING PACKAGE DIMENSIONS 

 

 
 

 150 (Max)/Reel 
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RELIABILITY TEST 
 

 


