
SMD Ultra Fast Recovery Rectifiers

    Reverse Voltage: 50 to 1000 Volts
    Forward Current: 3 Amp
    RoHS Device
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ACURB301-HF Thru. ACURB307-HF

Maximum Ratings and Electrical Characteristics
ACURB
301-HF

Comchip Technology CO., LTD.

Max. repetitive peak reverse voltage

Max. DC blocking voltage

Max. RMS voltage

Peak surge forward current, 8.3ms 
single half sine-wave superimposed 
on rate load 

Max. instantaneous forward voltage
at 3A@25°C

Reverse recovery time (Note 2)

Max. DC reverse current at    TC=25°C

rated DC blocking voltage    T =100°CC

Typical thermal resistance (Note 3)

Junction temperature range

Storage temperature range

ACURB
302-HF

ACURB
303-HF

ACURB
304-HF

ACURB
305-HF

Unit SymbolParameter

VRRM

VDC

VRMS

IFSM

VF

Trr

IR

RθJA

TJ

TSTG

50

50

35

100

100

70

1.0

200

200

140

400

400

280

80

1.3

5 

100

70

-55 to +175

-55 to +175

600

600

420

V

V

V

A

V

nS

uA

°C/W

°C

°C

ACURB
306-HF

ACURB
307-HF

800

800

560

1.7

75

1000

1000

700

50
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Halogen Free

Dimensions in inches and (millimeter)

0.100(2.55)

0.084(2.13)

0.087 (2.20)
0.074 (1.90)

0.156(3.94)
0.129(3.30)

0.191 (4.85)
0.159 (4.06)

0.012(0.30)
0.006(0.15)

0.220(5.59)
0.199(5.07)

0.060(1.52)

0.029(0.75)

0.008(0.203)
MAX.

Features

Typical junction capacitance (Note 1) CJ 20 pF

Notes:   1. Measured at 1.0MHZ and applied reverse voltage of 4.0V DC

             2. Measured with IF=0.5A, IR=1A, IRR=0.25A
             3. Device mounted on FR-4 substrate, 1”x1” , 2oz,single-sided,PC boards with 0.1”x0.15” copper pad.

Max. average forward current IF 3 A

Circuit Diagram

DO-214AA(SMB)

Mechanical data

   - Case: Molded plastic, DO-214AA/SMB

   - Terminals: Lead free plating(Tin Finish), Solderable
Per MIL-STD-202, method 208.

   - Polarity: Cathode band.

   - Weight: 0.095 grams(approx.) 

   - Epoxy: UL flammability classification rating 94V-0

   - Low profile package

   - Ideal for automated placement

   - Low reverse current

   - Fast reverse recovery time

   - Comply with  AEC-Q101 
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Pulse Width 300us
   2% Duty Cycle
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Fig.2 - Typical Forward CharacteristicsFig.1 - Typical Forward Current  
           Derating Curve

Fig.4 - Typical Reverse CharacteristicsFig.3 - Maximum Non-repetitive Forward  
         Surge Current

Reverse Voltage, (V)

Fig.5  - Typical Junction Capacitance
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Fig.6 - Reverse Recovery Time Characteristics and Test Circuit
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NOTES: 1. Rise time=7ns max., input impedance=1 MΩ, 22pF.

               2. Rise time=10ns max., input impedance=50Ω.
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Set time base for
50 / 10nS / cm
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Reel Taping Specification

o

1
2

0

B C d D D2D1

E F P P0 P1

SYMBOL

W W1

(mm)

(inch) 0.157 MAX. 0.232 MAX. 0.118 MAX. 0.059 ± 0.004 13.00 ± 0.079 1.969 MIN. 0.531± 0.039

SYMBOL

(mm)

(inch) 0.069 ± 0.004 0.217 ± 0.002 0.315 ± 0.004 0.157 ± 0.004 0.079 ± 0.002 0.472 ± 0.012 0.724 MAX.

4.00 MAX. 5.90 MAX.

8.00 ± 0.10

1.50   ± 0.10

5.50 ± 0.051.75 ± 0.10

50 MIN. 13.50 ± 1.003.00 MAX.

4.00 ± 0.10 2.00 ± 0.05 12.00 ± 0.30 18.40 MAX.

330.00 ± 2.00

A
DO-214AA

(SMB)

DO-214AA
(SMB)
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Suggested PAD Layout

SIZE
(inch)

0.091

(mm)

2.30

2.50

1.80

0.098

0.071

4.30 0.169

E 6.80 0.268

A

B

C

D

DO-214AA (SMB)

Standard Packaging

Case Type

3,000

REEL
( pcs )

Reel Size
(inch)

13

REEL PACK

DO-214AA
(SMB)

1.The pad layout is for reference purposes only.

Note: 

Marking Code

Part Number Marking Code

ACURB301-HF 301

A 

B

C 

E 

D

AC 302-HFURB 302

AC 303-HFURB 303

ACURB304-HF 304

AC 305-HFURB 305

AC 306-HFURB 306

AC 307-HFURB 307

Product type marking code

Model

Comchip Logo

Cathod Band 

 Package

C

    30X U

B
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