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Industrial eMMC 4.5 (XTRA I)

~ Complies with JEDEC eMMC 4.41 / 4.5 Specifications

~ Uses Standard JEDEC 153-ball, 169-ball FBGA Packaging
“¥ Low Power Management

¥ Advanced NAND Management

~ RoHS Compliant

) Specifications

Interface eMMC 4.5
Flash Type MLC, pSLC
Capacity MLC: 4GB ~ 64GB pSLC: 4GB ~ 16GB
Max. Performance (Vary by flash & density) Read: 140MB/s Write: 40MB/s
Operating Voltage 2.7V ~ 3.6V
Operating Temp. Gold Grade: -25 ~ 85°C Diamond Grade: -40 ~ 85°C
Storage Temp. -40 ~ +85°C

Pin Count

153-ball, 169-ball

Ordering Informat

4GB

Part Number

Gold Grade Diamond Grade

Pin
Configuration

FEMC004GMFG5-D14-10 153 FBGA

8GB FEMC008GMFG5-D12-10 - 169 FBGA

MLC  16GB FEMCO016GMFG6-D11-10 FEMCO016GMFE6-D11-10 169 FBGA
32GB FEMC032GMFG6-D11-20 FEMCO032GMFE6-D11-20 169 FBGA

64GB FEMC064GMFG6-D11-40 FEMC064GMFEG-D11-40 169 FBGA

4GB FEMCQ004GMFG5-D12-13 FEMC004GMFE5-D12-13 169 FBGA

pSLc 8GB FEMC008GMFG5-D12-23 FEMCO008GMFE5-D12-23 169 FBGA
16GB FEMC016GMFG5-D12-43 FEMC016GMFES5-D12-43 169 FBGA




