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Datasheet
PCB Headers
2.00mm (.079") Pitch Milli-Grid™ Header, Shrouded, Right Angle 87333
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 Pitch [mm (inches)]  2.00mm (.079") 

 Circuits 
 4, 6, 8, 10, 12, 14, 16, 18, 20, 
22, 24, 26, 28, 30, 32, 34, 36, 
38, 40, 42, 44, 46, 48, 50 

 Rows  2 

 Designed In  Millimeters 

 Temperature Range  -55°C to +105°C 

 Plating Contact  0.76µm (30µ") Gold (Au), 
15µ" Gold (Au) 

 Plating PC Tail  Tin/Lead (Sn/Pb) 

 Under Plating  Nickel (Ni) 

 Current-max [amps]  2.0A 

 Voltage-max [volts]  125V 

 Withstanding Voltage  1000V AC 

 Insulation Resistance [ohms]  1000 Megohms min. 

 Header - Orientation  Right Angle 

 Header - Mounting  Through Hole 

 Header - PCB Thickness  1.60mm (.063") 

 Header - Surface Mount 
Compatible  Yes 

 Shrouded  Yes 

 Pin Header  Yes 

 Pin Size  0.50mm (.020") Square 

 Header - Product Specification  PS-87331 

 Header - Packaging  Tube 

 Header - UL File No.  E29179 

 Header - CSA File No.  LR19980 

 Header - Housing Material  Nylon 4/6, Black 

 

Features and Benefits

●     Sizes 4 to 50 circuits 
●     Fully shrouded to protect pins during 

mating/unmating 
●     Center slot for polarization 
●     Front latches for mechanical locking 
●     Center polarization slot (8 to 12 

circuits); center polarization slot and 
front latches (14 to 50 circuits) 

●     Surface Mount Compatible 
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PCB Headers - 87333

 Header - Flammability  UL 94V-0 

 Header - Contact  Phosphor Bronze 

 Product Name  Milli-Grid™ 

 MX01 Catalog Page  B-24, B-4 
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