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FEATURES AND SPECIFICATIONS

 

1.27mm (.050") Pitch
Wire-to-Board
Shielded Receptacle

52515
Right Angle
Dual Row

 

Features and Benefits

 

■

 

Sizes 14, 20 and 36 circuits

 

■

 

Meets IEEE 1284 standard (36 circuits only)

 

■

 

1-piece metal shell with fork lock offers direct
electrical grounding

 

■

 

User-friendly leaf-style contact design

 

■

 

Fully shielded for EMI/RFI protection

 

Reference Information

 

Packaging: Tray
Mates With: 52316
Designed In: Millimeters

 

Electrical

 

Voltage: 250V
Current: 1.0A
Contact Resistance: 35m

 

Ω

 

 max.
Dielectric Withstanding Voltage: 500V AC/1 min.
Insulation Resistance: 5000 M

 

Ω

 

 min.

 

Physical

 

Housing/Guide Plate: 
     14 circuit—Glass-filled LCP, UL 94V-0
     20 and 36 circuit—Glass-filled PBT, UL 94V-0
Shield Cover: Steel
Latch Receiver: 

14 circuit—Stainless Steel
     20 and 36 circuit—Steel
Contact: Phosphor Bronze
Plating: Gold over Nickel in contact area;
     Tin/Lead over Nickel in solder tail area
Operating Temperature: -55 to +125
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CATALOG DRAWING (FOR REFERENCE ONLY)

 

ORDERING INFORMATION AND DIMENSIONS

 

Note: 36 circuit header and plug conform to IEEE 1284C standard

 

Circuits Order No. Housing Color
Dimension

A B C D

 

14
52515-1411 Black 29.54 (1.163) 7.62 (.300) 23.64 (.931) 19.90 (.783)
52515-1410 White 29.54 (1.163) 7.62 (.300) 23.64 (.931) 19.90 (.783)

20 52515-2011 Black 33.35 (1.313) 11.43 (.450) 27.45 (1.081) 24.04 (.946)
36 52515-3611 Black 43.51 (1.713) 21.59 (.850) 37.61 (1.481) 34.20 (1.346)

Molex Incorporated



