
•All specifications in this catalog and production status of products are subject to change without notice. Prior to the purchase, please contact NEC TOKIN for updated product data.

•Please request for a specification sheet for detailed product data prior to the purchase.

•Before using the product in this catalog, please read "Precautions" and other safety precautions listed in the printed version catalog.
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ORDERING PART NUMBERS
• EA2 series

Non-latch Single Coil Latch Double Coil Latch

Nominal Coil 
Voltage (VDC)

Coil Type

EA2-3NU
EA2-4.5NU
EA2-5NU
EA2-12NU
EA2-24NU
EA2-3NJ

EA2-4.5NJ
EA2-5NJ
EA2-12NJ
EA2-24NJ

EA2-3SNU
EA2-4.5SNU
EA2-5SNU
EA2-12SNU
EA2-24SNU
EA2-3SNJ

EA2-4.5SNJ
EA2-5SNJ
EA2-12SNJ
EA2-24SNJ

EA2-3TNU
EA2-4.5TNU
EA2-5TNU
EA2-12TNU
EA2-24TNU
EA2-3TNJ

EA2-4.5TNJ
EA2-5TNJ
EA2-12TNJ
EA2-24TNJ

3
4.5
5
12
24
3

4.5
5
12
24

Standard

Trimmed lead

Tube

Terminal Packing

Option

• EB2 series

Non-latch Single Coil Latch Double Coil Latch

Nominal Coil 
Voltage (VDC)

Coil Type

EB2-3NU
EB2-4.5NU
EB2-5NU
EB2-12NU
EB2-24NU
EB2-3NU-L

EB2-4.5NU-L
EB2-5NU-L
EB2-12NU-L
EB2-24NU-L

EB2-3SNU
EB2-4.5SNU
EB2-5SNU
EB2-12SNU
EB2-24SNU
EB2-3SNU-L

EB2-4.5SNU-L
EB2-5SNU-L
EB2-12SNU-L
EB2-24SNU-L

EB2-3TNU
EB2-4.5TNU
EB2-5TNU
EB2-12TNU
EB2-24TNU
EB2-3TNU-L

EB2-4.5TNU-L
EB2-5TNU-L
EB2-12TNU-L
EB2-24TNU-L

3
4.5
5
12
24
3

4.5
5
12
24

Standard

Tube

Taping

Terminal Packing

Option

EA2/EB2 Series




